
MultiCam® register marks

MultiCam provides both circumferential and lateral color register control in a compact, low profile 
system. It identifies register marks as small as 0.014 in. (0,36 mm) as well as Ribbon Control, 
Autotron™, and other manufacturers’ marks at speeds up to 3,500 ft/min (17,8 M/sec).

MultiCam register marks
for Commercial and Newspaper printers



MultiCam® register marks

Lateral mark patterns
MultiCam offers multiple lateral mark patterns to meet a range of printing needs. The camera can read 
four, six, or eight colors across.

1 mm 
(0.039 in.) 

marks

White Space Requirements White Space Requirements

0,5 mm 
(0.020 in.) 

marks

0.028"
(0,71 mm)

Actual Size

0.039"
(1 mm)

Up to 3,500 fpm
(17,8 m/sec)

0.014"
(0,36 mm)

0.020"
(0,5 mm)

Actual Size

Up to 3,500 fpm
(17,8 m/sec)

4-color Lateral Marks

0.125"
(3,18 mm)

0.125"
(3,18 mm)

0.2" (5,08 mm)

0.506"
(12,85 mm)

0.545"
(13,85 mm)

0.795"
(20,21 mm)

6-color Lateral Marks

0.2" (5,08 mm)

1.00"
(25,40 mm)

0.129"
(3,26 mm)

0.129"
(3,26 mm)

0.743"
(18,87 mm)

0.29" (7,37 mm)

1.00"
(25,40 mm)

8-color Lateral Marks

0.129"
(3,26 mm)

0.129"
(3,26 mm)

0.743"
(18,87 mm)

4-color Lateral Marks

0.125"
(3,18 mm)

0.125"
(3,18 mm)

0.2" (5,08 mm)

0.505"
(12,83 mm)

0.525"
(13,34 mm)

0.775"
(19,69 mm)

6-color Lateral Marks

0.2" (5,08 mm)

0.972"
(24,69 mm)

0.125"
(3,18 mm)

0.125"
(3,18 mm)

0.702"
(18,34 mm)

0.29" (7,37 mm)

0.972"
(24,69 mm)

8-color Lateral Marks

0.125"
(3,18 mm)

0.125"
(3,18 mm)

0.702"
(18,34 mm)



Circumferential mark patterns
MultiCam offers multiple circumferential mark patterns to meet a range of printing needs. The camera 
can read four, six, or eight colors ahead.

1 mm 
(0.039 in.) 

marks

White Space Requirements

0.028"
(0,71 mm)

Actual Size

0.039"
(1 mm)

Up to 3,500 fpm
(17,8 m/sec)

4-color Circumferential Marks

1.78"
(45,21 mm)

0.25"
(6,35 mm)

0.25"
(6,35 mm)

0.19"
(4,83 mm)

1.240"
(31,50 mm)

1.278"
(32,5mm)

2.40"
(60,96 mm)

0.25"
(6,35 mm)

0.25"
(6,35 mm)

0.19"
(4,83 mm)

1.860"
(47,24 mm)

1.900"
(48,26 mm)

6-color Circumferential Marks

3.01"
(76,51 mm)

0.25"
(6,35 mm)

0.25"
(6,35 mm)

0.19"
(4,83 mm)

2.472"
(62,79 mm)

2.512"
(63,80 mm)

8-color Circumferential Marks



Pu
bl

ic
at

io
n 

nr
. 

Contact

Email: visionsolutions@baldwintech.com  
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MultiCam® register marks

Circumferential mark patterns (continued)

1,49 mm 
(0.059 in.) 

marks

Ribbon Control marks

White Space Requirements White Space Requirements

0.042"
(1,06 mm)

Actual Size

0.059"
(1,49 mm)

Up to 3,500 fpm
(17,8 m/sec)

6-color Circumferential Marks

0.25"
(6,35 mm)

0.25"
(6,35 mm)

0.19"
(4,83 mm)

2.411"
(61,24 mm) 1.851"

(47,01 mm)

1.911"
(48,50 mm)

0.25"
(6,35 mm)

0.25"
(6,35 mm)

0.19"
(4,83 mm)

3.028"
(76,91 mm)

2.528"
(64,21 mm)

2.468"
(62,68 mm)

8-color Circumferential Marks

Autotron™

marks
Up to 3,500 fpm

(17,8 m/sec)

0.039" (1 mm)

0.063" (1,60 mm)

0.157"
(4 mm)

1.417"
(36 mm)

4.433"
(112,6 mm)

0.591"
(15 mm)

Also available Autotron
5 & 6 color patterns

Autotron 4-Color
Circumferential Marks

0.01" (0,25 mm) 0.01" (0,25 mm)

0.02" (0,50 mm)

0.02" (0,50 mm)

0.01" (0,25 mm)

0.01" (0,25 mm)

0.01" (0,25 mm)

0.07" (1,75 mm)

Actual Size

Enlarged View

Fold

https://twitter.com/baldwin_corp
https://www.linkedin.com/company/baldwin-technology-company-inc-/
https://www.youtube.com/channel/UC6GKMAvOw9mfVnqyBGzTEjg

